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SAFETY INFORMATION DATA SHEET 

POLYESTER STAPLE FIBRE 

 
Foreword 
 
Regarding the polyester staple fibre, it is not mandatory to issue a safety data sheet complying 
with Art. 31 REGULATION (CE) No. 1907/2006 (REACH Regulation), since it is a non-dangerous 
article, not corresponding to the characteristics stated in points a, b, c clause 1 art. 33 of the 
above-mentioned REACH Regulation. 
Nevertheless, Frana Polifibre considered it could be suitable to provide their customers with the 
present Information Data Sheet, issued following the layout of a Safety Data Sheet (EU 2020/878). 
 
 
REVISION N. 6 DATED 27/01/2023                 PRINT DATE: 27/01/2023 
 
 
01. IDENTIFICATION OF THE PRODUCT AND OF THE COMPANY 
 
 COMMERCIAL NAME: POLYESTER STAPLE FIBRE 
 CHEMICAL GROUP: POLYETHYLENE TEREPHTHALATE 
 PRODUCT DESCRIPTION:  BALES (abt. 340 Kg) OF CUT FIBRE (STAPLE) 
 
 SUPPLIER: FRANA POLIFIBRE S.P.A. 
  VIA CARRALI, 16/18 
  24020 CASNIGO (BG) 
  TEL. 035/724243 FAX. 035/740393 
 
 PHONE No.: +39 035 724243 
 USE: MANUFACTURING OF TEXTILE PRODUCTS 
 
 
02. HAZARD INDENTIFICATION 
 
Referring to n. 67/548/CEE e n. 1999/45/CE Directives the product is not hazardous. 
 
Classification pursuant to the CLP Regulation (n. 1272/2008/CE and subsequent amendments and 
supplements): the product is not classified as hazardous. 
 
Labelling pursuant to the CLP Regulation (n. 1272/2008/CE and subsequent amendments and 
supplements): the product is not classified as hazardous; therefore, it is not subject to hazardous 
labelling. 
 
 
 
 
03. COMPOSITION / INFORMATION ON INGREDIENTS   
 
 MAIN INGREDIENTS: 98%: POLYETHYLENE TEREPHTHALATE POLYMER 

2%: PIGMENTS, STABILIZERS and FINISHING 
PRODUCTS 
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04. FIRST AID MEASURES 
 
 CONTACT WITH SKIN 
 No first aid measure is usually necessary. In the event of contact with melted product, cool rapidly 

the burnt part with cold water. Do not try to remove the layer of melted fibre from the skin. Call a 
doctor ASAP. 

  
 CONTACT WITH EYES 
 It is recommendable to abundantly wash the part with cold water. In the event of contact with 

melted product, cool rapidly still with cold water. A very urgent recovery in a hospital for special 
treatment is absolutely necessary. 

  
 INHALING: 
 In the event of exposure to vapour and aerosols generated by high temperatures, immediately 

remove the injured person from the exposure. Proceed with artificial respiration if the breath is 
interrupted. Keep the injured person at rest and immediately call a doctor. 

  
 INGESTION: 
 Ingestion during handling is not likely to occur. No first aid measure is usually necessary. In any 

case, do not cause vomit, due to not absorbed material in the gastrointestinal tract.  
 
 
05. FIREFIGHTING MEASURES 
 
The product is not flammable, it is combustible. 
Powders can form explosive mixtures with air.  
 
- Appropriate fire extinguishing devices: 
 Atomized water, chemical powder, carbon dioxide, foam. Cool the containers exposed to fire, by 

sprinkling them with atomized water. 
  
- Risks due to exposure to substance, to combustion products, to generated gases: 
 According to temperature and air quantity, the combustion gases contain: carbon dioxide, water 

vapour, carbon dioxide, acetaldehyde, formaldehyde. 
 A lack of oxygen would enable the presence of small quantity of hydrocarbons. Such products 

could be stinging or toxic.  
  
- Protection equipment for fire-extinguishing team: 
 Breathing apparatus. 
 Operating while being windward. 
 Do not inhale smoke. 
 
 
06. ACCIDENTAL RELEASE MEASURES 
 
Collect and wipe out the product with available means and devices. Clean accurately the gangways in 
order to prevent any falls due to slipping. Re-use, if possible, or dispose complying with the norms in 
force. 
 
 
07. HANDLING AND STORAGE 
 
7.1. Handling 
 
If handled in cold conditions the product does not lead to any particular problems. During working 
operations involving thermal treatments some substances contained in the product can come out. 
Therefore, a proper ventilation / aspiration is necessary. 
 
 
 
7.2 Storage 
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The product is stable in normal working conditions. Anyway, keep it sheltered from sun beams and far 
from heat. Keep it away from ignition sources (e.g. sparks). The packaging must be handled with care 
in order to prevent any breakage or fall. 
 
 
 
 
08. EXPOSURE CONTROLS/PERSONAL PROTECTION 
 
8.1. Preventive measures and technical actions to be applied during usage in order to 

reduce at a minimum level the exposure of the worker: 
 
To open the bale packaging (polyester or metal strap) it is necessary to use proper devices (e.g. 
pincers), use protection glasses and follow scrupulously the security norms. 
 
During some working steps some powders may be produced. The material is a fibrous type and 
physiologically inert, the fibres are rough and not classifiable as “breathable”. 
Applicable limits: 
ACGIH TLV TWA 
- inhalable powder    = 10 mg/m³ 
- breathable powder = 3 mg/ m³ 
 
During hot treatment avoid smoke and vapour inhalation, guarantee localized aspirations and suitable 
aeration of work places.  
 
8.2. Equipment enabling a proper individual protection: 
 
Use suitable protection devices. 
In the event of powder dispersion use breathing filters class FFP1. 
 
During hot treatments with risk of accidental contact with melted material, use long sleeved garments, 
heat-shielding gloves, face shield, helmet, safety shoes. 
 
8.3. Specific hygienic measures: 
 
Do not eat, drink or smoke in workplace. 
 
 
 
 
09.  PHYSICAL AND CHEMICAL PROPERTIES 
 
ASPECT AND PHYSICAL STATE AT ROOM TEMPERATURE: SOLID IN STAPLES 
OXYGEN INDEX 22 
MELTING POINT / INTERVAL: 254-257°C   
SELF IGNITION TEMPERATURE: abt. 500°C   
INFERIOR FLAMMABILITY LIMIT OF POWDER IN AIR: 40 g/m3  
DENSITY: 1.33-1.39 g/cm3  
VAPOUR PRESSURE: N.A. 
SOLUBILITY IN WATER: PRACTICALLY INSOLUBLE 
MISCIBILITY WITH OTHER SOLVENTS: HOT SOLUBLE IN ORTHO-

CHLOROPHENOL AND IN PHENOL / 
TETRACHLOROETHANE MIXTURE. 
AT ROOM TEMPERATURE IN 
HEXAFLUOROISOPROPANOL. 

NUMBER AVERAGE MOLECULAR WEIGHT: MN. = 20000-22000  
HEAT OF COMBUSTION 22.86 MJ.KG-1 
 
 
10. STABILITY AND REACTIVITY 
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The product is stable in normal working conditions. 
Resistant to diluted and concentrated acids (except for sulphuric acid), to cold diluted alkaline agents 
and to other oxidants. 
The product decomposes between 380°C and 420°C, while generating stinging smoke. In the event of 
combustion, see paragraph 5. 
 
 
 
11. TOXICOLOGICAL INFORMATION  
 
In solid form and during normal working conditions, the material does not lead to any particular health 
danger.  
Due to its high number average molecular weight, a low content of species with low molecular weight 
and a low solubility / extractivity in water, the product is essentially to be considered as biologically not 
available. 
Therefore, it can be assumed that the product cannot cause any relevant systemic effects under the 
toxicological &/or ecotoxicological point of view.  
The finishing products, used to guarantee a perfect machinability of the fibre, were studied taking in 
due consideration any safety need. It is advisable anyway to avoid any contact with eyes, mucous 
membranes and to put in place any precautionary measure (properly wash hands with soap before 
touching any foodstuff). 
 
 
12. ECOLOGICAL INFORMATION 
 
Use the substance following the proper working procedures, avoiding to dispose it in the environment. 
During textile treatments needing washing, the water has to be conveyed to a treatment plant. 
 
 
13. DISPOSAL CONSIDERATIONS 
 
 WASTE DISPOSALS: 
 

Complying with the norms in force, should the product be disposed as waste, it falls within the 
category of special waste equivalent to the urban one. 
Waste incineration or shipment to an authorized dump is possible. 
The material is recyclable by mixing with virgin material, provided the final application enables it. 

 
 
14. TRANSPORT INFORMATION 
 
 BY ROAD / BY RAIL: NO LIMITATION FOR THE TRANSPORT 
 BY SEA: NO LIMITATION FOR THE TRANSPORT 
 BY AIR: NO LIMITATION FOR THE TRANSPORT 
 
 
15. REGULATORY INFORMATION 
 
It does not fall within danger categories and it is not classified as hazardous according to European 
criteria. 
 
 
16. OTHER INFORMATION 
 
Product certified as OEKO-TEX® Standard 100 - Class I – Appendix 6, products for babies (see 
attached certificate). 
The product complies with the requirements of Attachment XVII of Reach Regulations, the 
requirements of the American Law regarding the total content of lead in products for babies (CPSIA) 
and of the Chinese standard GB 18401:2010. 
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The product does not contain any SVHC substances in concentration >0,1% w/w. 
 
 
 
ADDITIONAL DATA: NO INFORMATION AVAILABLE 


